
Add an electric winch to the 
tilt platform with ease by uti-
lizing the standard equipped 
winch mount plate.

The scissor-style hydraulic 
hoist provides more load 
stability and uses less energy 
than single-ram systems and 
requires less maintenance 
than dual-ram configurations. 

A knife edge at the rear of 
the 14OT makes loading 
equipment easy and provides 
a smooth transition.  The 
collapsible rear bumper also 
provides additional safety.

FRONT WINCH MOUNT 
PLATE STANDARD

SCISSOR-STYLE
HYDRAULIC HOIST

REAR KNIFE EDGE WITH
COLLAPSIBLE BUMPER

14OT HEAVY DUTY OVER-THE-AXLE
TILT TRAILER

GVWR:  14,000#                    EMPTY WEIGHT: 4,745# (22’ Model)                    AVAILABLE LENGTHS: 22’-26’                    BED WIDTH: 102” WIDE                COUPLER: Adjustable 2-5/16” Cast

Adjustable 
2-5/16” 
Demco 

EZ Latch 
Coupler

3/8” Grade 70 
Saftey Chains 

w/ Hooks

Zip™ Break 
Away Cable

Fabricated Front 
Stop Rail w/ (2) 
D-Rings Inside 

Bed

Sealed Modular 
Wiring Harness 
w/ 7-Way Plug

12,000# 
Spring 
Loaded 

Top Wind 
Jack

Lockable 
Pump and 

Battery Box
12V

Interstate 
Battery 

Included

Winch Mount 
Plate at Front 

of Tilt
Platform

Grommet 
Mount, 

Sealed L.E.D. 
Lighting 
Package

2” Treated 
Pine Deck

Rubrail & Tie 
Down Pockets 

Along Sides

Full 96” Wide 
Tilt Platform

Rear Diamond 
Plate Knife 

Edge w/ 
Collapsible 

Bumper

Nev-R-Adjust 
Electric Brakes 

on All Hubs ST235/80 
R-16 Load 
Range E 

Radial Tires

16” x 6” Heavy 
White Mod 

Wheels, 8 Bolt 
w/ EZ Lube

Hubs

7,000# 
Cambered 

Dexter Axles

8” I-Beam 
Frame

Tongue Integral 
with Frame for 

Added Strength

Storage Area 
in Tongue

Power Up/
Power Down 

Hydrualic 
Pump

110V
On-Board

Battery
Charger

Front Spare Tire 
Mount (Spare 
Tire & Wheel 

Optional)

Scissor Style 
Hydraulic 

Hoist

ALSO AVAILABLE WITH 
GOOSENECK


